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The generation of identical droplets of controllable size in the micrometer range is a problem of much interest
owing to the numerous technological applications of such droplets. This work reports an investigation of the
regime of periodic emission of droplets from an electrified oscillating meniscus of a liquid of low viscosity
and high electrical conductivity attached to the end of a capillary tube, which may be used to produce droplets
more than ten times smaller than the diameter of the tube. To attain this periodic microdripping regime, termed
axial spray mode II by Juraschek and Ro¨llgen [R. Juraschek and F. W. Ro¨llgen, Int. J. Mass Spectrom. 177,
1 (1998)], liquid is continuously supplied through the tube at a given constant flow rate, while a dc voltage
is applied between the tube and a nearby counter electrode. The resulting electric field induces a stress at the
surface of the liquid that stretches the meniscus until, in certain ranges of voltage and flow rate, it develops a
ligament that eventually detaches, forming a single droplet, in a process that repeats itself periodically. While it
is being stretched, the ligament develops a conical tip that emits ultrafine droplets, but the total mass emitted is
practically contained in the main droplet. In the parametrical domain studied, we find that the process depends
on two main dimensionless parameters, the flow rate nondimensionalized with the diameter of the tube and the
capillary time, q, and the electric Bond number BE , which is a nondimensional measure of the square of the
applied voltage. The meniscus oscillation frequency made nondimensional with the capillary time, f , is of order
unity for very small flow rates and tends to decrease as the inverse of the square root of q for larger values of
this parameter. The product of the meniscus mean volume times the oscillation frequency is nearly constant. The
characteristic length and width of the liquid ligament immediately before its detachment approximately scale
as powers of the flow rate and depend only weakly on the applied voltage. The diameter of the main droplets
nondimensionalized with the diameter of the tube satisfies dd ≈ (6/π )1/3(q/f )1/3, from mass conservation, while
the electric charge of these droplets is about 1/4 of the Rayleigh charge. At the minimum flow rate compatible
with the periodic regimen, the dimensionless diameter of the droplets is smaller than one-tenth, which presents a
way to use electrohydrodynamic atomization to generate droplets of highly conducting liquids in the micron-size
range, in marked contrast with the cone-jet electrospray whose typical droplet size is in the nanometric regime
for these liquids. In contrast with other microdripping regimes where the mass is emitted upon the periodic
formation of a narrow capillary jet, the present regime gives one single droplet per oscillation, except for the
almost massless fine aerosol emitted in the form of an electrospray.
DOI: 10.1103/PhysRevE.91.013011 PACS number(s): 47.55.−t, 47.65.−d
I. INTRODUCTION
Atomization of liquid menisci by means of electric fields
has been known for a long time. The evolution of the meniscus
interface during this breaking process (and so its outcome)
may be quite different depending on the values of the liquid
properties, electric field strength, etc., a circumstance that has
led to the classification of the electrohydrodynamic (EHD)
atomization in different modes. Comprehensive reviews of the
main modes have been given by Cloupeau and Prunet-Foch
[1] and by Jaworek and Krupa [2]. The first review considers
modes appearing in situations where the liquid is continuously
fed at a constant rate to a meniscus attached at the tip of a
capillary needle. Possibly the most studied mode among these
is the so-called steady cone jet, in which a meniscus subjected
to an intense electric field adopts a conical shape from whose
tip a very thin, highly charged, steady liquid jet is emitted. The
breakup of this jet yields a spray of highly charged droplets.
The success of this particular mode became apparent when
Fenn et al. [3] discovered that this simple process provides
a means to transfer very large ions from the liquid to the
gas phase, making them suitable for their posterior weighting
in a mass spectrometer. However, the interest in cone-jet
electrosprays had already been ignited before, when it was
realized that this mode allows generation of monodisperse
sprays of droplets whose diameter bears no relation to
the diameter of the meniscus. The study of the cone-jet
electrospray [4] led to the conclusion that, as the liquid electric
conductivity increases, the liquid flow rate has to be decreased
and the droplet size decreases as well. Quantitatively, liquids
with moderate conductivities (in the order of 10−3 S/m)
produce monodisperse droplets in the size range of a few
microns, whereas liquids with larger conductivities (on the
order of 1 S/m or above) yield monodisperse droplets in the
nanometer range, regardless of the size of the capillary tip. This
is a very interesting option to generate ultrafine monodisperse
droplets. Therefore, the potential applications of cone jets as
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a monodisperse particle generator have been focused into the
submicron and nanometric size ranges [5–7].
There are, however, numerous technological applications
in which the droplets, although monodisperse in size, do not
need to be so small. A typical example is printing, where the
droplet size is in the range of 20–100 μm (see Ref. [8] for
a recent review), but there are many others. Combinatorial
chemistry, micromixing, or microtritiation [9–11] already
focus on monodisperse drop-on-demand systems that yield
micron-sized droplets, where the small volumes of the same
and the rapid dispensing capabilities make possible an efficient
and rapid testing of tens of thousands of mixtures in very
short times. Not only that, but performing reactions in airborne
microdrops reduces potential contamination from substrates.
Analytical tools, such as matrix-assisted laser desorption-
ionization time-of-flight spectroscopy, also benefit from using
microdroplets, not just by saving the use of very expensive
compounds but also from the increase in sensitivity brought
about when small volumes of samples are used [12,13].
Biotechnology is also an active area in which microdrops
play a very important role. Already commercially available
systems for sorting cells are based on generation of drops
of some 10–20 μm in diameter, the size needed to contain
a single cell [14]. Bioanalysis based on interactions with
tagged DNA fragments also require the use of very small
volumes of dissolutions containing the DNA fragments, a
very expensive material, something made through generation
of microdrops [15–17]. The same requirements apply in drug
discovery experiments for medical applications [9,10], without
forgetting the direct delivery through lung deposition via
monodisperse aerosols of droplets with diameters between 3
and 5 μm. Other applications include optics [18,19], where
the microdrops are used as lenses themselves, manufacturing
of complex composite solids, such as directional asymmetric
metal-ceramic matrices [20,21], direct soldering [22–25],
thin-film coatings, and many more.
Almost all of the technologies operating in industry to
produce droplets in this size range resort to hydrodynamic
processes where the liquid is forced through a hole with a
similar diameter. The forcing stimulus is typically a thermally
formed bubble or a piezoelectrically driven moving wall.
Electrohydrodynamic atomization might be an alternative,
but the modes so far reported in the literature either yield
monodisperse droplets that are too small (particularly if the
liquid is highly conductive) or produce droplets in the right
range of sizes but with a size distribution that is too broad
[26–28]. It would be interesting to look for an EHD mode
that might fulfill both requirements (size and size distribution),
maybe relaxing the requirement of using holes of similar sizes.
Attempts at using electrohydrodynamics for printing have
been focused in the so-called microdripping regime, in which
the electrified meniscus oscillates and emits certain amounts
of mass and charge in each oscillation. The first study, by
Juraschek and Ro¨llgen [29], relates to unsteady modes that
may appear while trying to set up steady cone jets. For a
given liquid flow rate, as the voltage increases they identify
two pulsating axial modes, I and II, before reaching the steady
cone-jet mode. Briefly, in mode I the meniscus undergoes
bursts of fast pulsed emissions (on the order of KHz) at rather
low frequencies (tens of Hz), whereas in mode II the emissions
are periodic and proceed at much higher frequencies (tens of
KHz). More recent investigations of pulsating Taylor cones
have been carried out by Marginean et al. [30], Chen et al.
[31], and Choi et al. [32], who proposed different scaling laws
for the pulsation frequency and the masses delivered, while
Marginean et al. [33] introduced a classification of axial modes
based on three periodic and stationary regimes interspersed
with two chaotic regimes. Kim et al. [34], Kang et al. [35],
and Lee et al. [36] achieved improved control of the size and
emission frequency of the droplets by using pulsed electric
fields and partially classified the new dripping modes that
appear in these conditions. Higuera et al. [37] numerically
analyzed the pulsating emission from a meniscus of an
inviscid liquid of infinite electrical conductivity in a simplified
configuration, qualitatively reproducing experimental results
for constant and pulsed voltages. Further steps toward the
practical implementation of these techniques for high-speed
and drop-on-demand EHD printing have been taken by Mishra
et al. [38] and Sutanto et al. [39].
Many of the works mentioned here are based on the periodic
emission of a single liquid jet from the electrified meniscus.
This jet is unstable under varicose disturbances and breaks
into drops whose diameter is similar to that of the jet. This
type of microdripping is useful for direct printing, that is,
for applications in which the flowing jet lands on a spot on
the target before breaking into droplets, thus forming a single
drop of a given volume. However, if the objective is to form
drops that may be airborne for a later use, such as in material
forming processes, this type of microdripping is seldom useful.
A recent use of electrohydrodynamics to generate nanodroplets
for printing of nanostructures is that of Galliker et al. [40],
where micron-sized nozzles were used to eject monodisperse
droplets, with diameters between 100 and 80 nm, of a colloidal
suspension of gold nanoparticles. At landing on a substrate,
the volatile solvent evaporated thus leaving a dense residue
formed by a compact agglomeration of the gold nanoparticles.
As nanodroplets were continuously landing and evaporating
on the same spot tiny nanopillars, made of agglomerated gold
nanoparticles, could be formed. Although these authors could
not follow the droplet formation dynamics, their experiments
undoubtedly demonstrate that the periodic EHD microdripping
can be used to generated monodisperse nanosized droplets
from nozzles some 10–15 times larger in diameter. Finally,
even though a drawback of EHD techniques is the required
electrical conductivity of the liquids, this constraint may also
be overcome by special nozzle designs, such as that described
by Lee et al. [41], or by the combined use of conductive liquids,
such as that used by Larriba and Ferna´ndez de la Mora [6], thus
broadening the potential classes of liquids that may be used.
Motivated by the potential applications mentioned above,
the present work aims at studying an EHD microdripping
regime in which most of the mass emitted per pulsation is
in the form of a single drop instead of a jet, whose size
may be tailored to be much smaller than the capillary tip
anchoring the oscillating meniscus and whose droplet emission
frequency is comparable to industrially used droplet generation
processes. In particular, we shall focus on highly conducting,
low-viscosity liquids.
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FIG. 1. Scheme of the experimental setup.
II. EXPERIMENT
A. Setup and measurement techniques
The microdripping of the liquid has been studied in the
experimental setup sketched in Fig. 1. A long capillary needle
of stainless steel (outer diameter D) is placed vertically at
a certain distance L in front of a circular metallic plate.
Unless otherwise noted, the dimensions of the needle used
are outer diameter D = 500 μm, inner diameter 200 μm, and
length 20 mm. The needle-to-collector distance is L = 9 mm
and the radius of the collector is 31.5 mm. The liquid to be
atomized is supplied at a known flow rate Q by a syringe
pump (KDS-100-CE, Kd Scientific). A constant voltage φ
is applied between the needle and the plate by means of
a high-voltage power supply (205B-10R, Bertan). The time
evolution of the meniscus sticking out of the capillary needle is
recorded by a high-speed camera (Fastcam APX-RS, Photron)
with an optical system with magnification from 2.3 up to
12.5 μm/pixel and the image is monitored on a television
screen (701N, Samsung). The electric current at the collector
plate is measured using a data acquisition card (6024-E,
National Instruments). The meniscus is illuminated by using
a fiber optic illuminator (4000-1,Volpi) with a 4-mm flexible
fiber optic light guide.
The liquid used is a mixture of 64% water, 11% ethanol,
and 25% ethylene glycol, with 1.7 mg/g hydrochloric acid.
Unless otherwise stated, the properties of the liquid, measured
at 25 ◦C, are as follows. The surface tension is γ = 41.35 ±
0.42 mN/m, measured with a ring tensiometer (Sigma702,
KSV). The electric conductivity is K = 4.13 ± 0.66 mS/cm,
measured with a conductimeter (TB84, ABB). We have not
measured the dielectric constant of the mixture ; the mean
value of the dielectric constants of their components has
been arbitrarily taken as the real value. The viscosity is μ =
2.28 ± 0.17 mPa s, measured with a custom-made Ostwald
viscometer. The density is ρ = 1065 Kg/m3, measured with a
pycnometer.
Minimizing the liquid spreading over the needle tip is essen-
tial to the robustness and reproducibility of the experiments.
A thin layer of an antiwetting agent (602A-FP and 602A-FS,
Cytonix) was deposited on the outer part of the needle end
(a)
(b)
FIG. 2. Interface tracking for periodic microdripping emission
with Q = 2.1 ml/h, φ = 3.39 kV, L = 9 mm, and D = 500 μm.
(a) Collage of different frames, with recognition of different meniscus
and droplet shapes. The shapes that are recognized are marked with a
white border. (b) Edge detection. The crosses correspond to the edge
detection made by the Canny method after the subpixel correction.
The white curve is the fitting of cubic splines to the position of the
edges detected.
to ensure that the oscillating meniscus is anchored at the
needle rim. The coating process consisted of dipping the needle
end in the commercial antiwetting solution and on thermally
stabilizing the agent for 60 min in air at 150 ◦C.
The volume of the detached droplets has been measured as
follows. For a given microdripping situation, the oscillating
meniscus and the emitted droplets have been continuously
recorded using a high-speed camera, so the time evolution
of the meniscus and an emitted droplet as it moves away
from the meniscus are obtained; see Fig. 2 for a few sample
frames. Each frame of the emitted droplet, which is not
spherical due to its own oscillations, has been processed with
a custom-made software of interface tracking, which provides
the droplet contour in the visualization plane, say r = rd (z),
where, ideally, z and r are distances along and normal to
the axis of the needle. White curves in Fig. 2(a) show sample
detected contours of the meniscus and flying droplets. The
volume of the droplet is calculated from its contour under the
assumption of axisymmetry. The mean volume of the droplet
Vmean and its variance are calculated by processing a large
number of frames and the mean volume is accepted if the
variance is sufficiently small. The droplet equivalent diameter
is then defined as Dd = (6Vmean/π )1/3.
A similar approach has been used to measure the instanta-
neous meniscus volume. More precisely, the Canny algorithm
[42] has been used to detect the edges of droplets and meniscus
in each frame. To increase precision, a subpixel detection
method has also been implemented, which consists of fitting
a sigmoid function to the gray intensity level across the edge
in each point, as in Refs. [43,44]. An example of how the
algorithm works is shown in Fig. 2(b). The picture on the
left-hand side shows a frame of the oscillating meniscus,
where the ligament that eventually will form a droplet can
be identified. The picture on the right shows a detail of the
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(a)
(b)
FIG. 3. Detection of the ligament dimensions. (a) Meniscus
profile in dimensionless coordinates rm/D and zm/D. The dashed
line is the least-squares spline interpolation to the detected points
of the meniscus from the images, using the subpixel algorithm. The
circles and the diamond represent the position of the base and the tip
of the ligament, respectively. (b) Dimensionless meniscus curvature
Dk as a function of arc length s calculated from splines fitted to
the meniscus shape. The diamond represents the tip and the circles
represent the base of the ligament.
neck forming at its base. The crosses in this picture mark the
edge defined by sequentially applying the subpixel and Canny
algorithms. The white curve corresponds to the least-squares
spline interpolation of the points defining the edge, using
different cubic splines. Finally, the spline fitting is used to
compute the instantaneous volume of the droplet and the
meniscus. The relative variation of the meniscus volume during
a cycle of the oscillation is always small when the flow rate is
small and increases when this parameter increases.
To measure the length Ls and the width Ds of the ligament
at the tip of the meniscus (see Fig. 3), we measure the local
mean curvature of the meniscus surface using the splines fitted
to its contour, say zm(s) and rm(s), where s is the arc length on




m(s)r ′m(s) − z′m(s)r ′′m(s)




rm(s)[z′m(s)2 + r ′m(s)2]1/2
, (1)
FIG. 4. Setup used to measure the droplets’ electric charge.
which is shown in Fig. 3(b) for a sample case. The base (circles)
and tip (diamond) of the ligament are then readily located.
The length Ls of the ligament is defined as the axial distance
between these points, while its width Ds is the maximum
diameter of the ligament cross section, when the arc length s
varies between the values corresponding to the base and the tip.
The electric charge carried by the droplets has been
measured using the device sketched in Fig. 4. The droplets
emitted by the meniscus enter the space between two parallel
plates separated a distance h through a small orifice drilled in
the upper plate. This plate is grounded, as it is the collector
electrode in Fig. 1. The lower plate is set to a voltage φ0,
which induces a uniform field E0 = φ0/h between the plates
that pushes the droplets toward the upper plate. The velocity
vd0 with which the droplets enter the orifice is measured with
a laser Doppler velocimeter (miniLDV-G5-240, Measurement
Science Enterprise Inc.) and the trajectory of a droplet between
the plates is recorded with a high-speed camera. The charge
of the droplet Cd is determined by comparing the recorded




= −CdE0 − π8 cDρaDdvd |vd |, (2)
with vd = vd0 at y = 0, where md and vd are the mass
and velocity of the droplet, ρa is the density of the air
between the plates, and cD is the drag coefficient, given
by cD = (24/Re)(1 + 0.15 Re0.687) in terms of the Reynolds
number Re = ρa|vd |Dd/μa , with μa the viscosity of the air
[45]. The charge Cd is determined from the condition that
the lowest point of the droplet’s trajectory computed from
(2) coincides with that of the recorded trajectory. In many
cases, the drag force turns out to be small compared to the
electric force in (2) and then the lowest point of the trajectory
is ym ≈ mdv2d0/(2CdE0).
B. Oscillation regimes
The experiments were performed as follows. For a given
setup geometry (needle size, needle-to-collector distance,
collector geometry, etc.) a flow rate is selected and the voltage
is sequentially increased. For zero voltage, the quasispherical
meniscus grows until a single drop is detached by the effect of
gravity. The diameter of this drop is larger than the diameter
of the needle. As the voltage increases, the meniscus gets
stretched along the needle axis, the detachment frequency
increases, and the size of the detached droplets decreases,
although it is still of the order of the needle diameter. For a
sufficiently large voltage, a periodic microdripping regime
is suddenly attained, such as the one shown in Fig. 5. This
regime is identified by a jump in the meniscus oscillation
013011-4
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(a)
(b)
FIG. 5. Snapshots of the microdripping regime for (a) Q =
1.0 ml/h and (b) Q = 10 ml/h. The values of other parameters are
φ = 3.39 kV, L = 9 mm, and D = 500 μm.
frequency, by the appearance of a sharp conical tip on the
stretched oscillating meniscus, and by a significant reduction
of the diameter of the emitted droplets. The motion is
axisymmetric. The microdripping regime may be sustained
within a certain voltage range. The same protocol is repeated
for different flow rates. The voltage upper limit of this
periodic microdripping is indicated by either the appearance
of nonaxisymmetric motion of the oscillating meniscus, when
the flow rate is moderate, or the emission of more than one
droplet per oscillation, when it is larger.
Series of experiments have also been carried out in which
the flow rate is increased at constant voltage, in order to char-
acterize the range of flow rates compatible with the microdrip-
ping regime. For very low flow rates, not all the meniscus oscil-
lations yield a droplet. As we shall see, the minimum flow rate
for which periodic microdripping occurs also yields the min-
imum droplet diameter. The diameter of the emitted droplets
increases with the flow rate until eventually the droplets
cease to be small compared to the diameter of the capillary
tube.
We have recorded the electric current induced at the
collector electrode by the mass and charge emission from
the oscillating meniscus, using a data acquisition card. The
recorded current signal changes as the voltage applied to the
needle increases, as shown in Fig. 6. Figure 6(a) shows a high-
frequency (KHz) charge emission that occurs intermittently at
a much smaller frequency (tens of Hz), an electric nonperiodic
microdripping termed axial spray mode I by Juraschek and
Ro¨llgen [29]. The oscillation of the meniscus becomes periodic
for a larger voltage, giving an electric signal such as the one
shown in Fig. 6(b). This periodic microdripping is termed axial
spray mode II by Juraschek and Ro¨llgen [29]. This behavior,
in which the emission regime from the meniscus goes from
electrodripping to nonperiodic microdripping (axial spray
mode I) and then to periodic microdripping (axial spray mode
II) as the voltage increases, only appears in our experiments
when the liquid flow rate is small (the lowest value used in the
experiments for each voltage). Otherwise, a direct transition




FIG. 6. Current recorded at the collector electrode: (a) nonperi-
odic microdripping emission (axial spray mode I) (Q = 0.2 ml/h,
φ = 3.45 kV, L = 9 mm, and D = 500 μm) and (b) periodic
microdripping emission (axial spray mode II) (Q = 0.5 ml/h, φ =
2.95 kV, L = 9 mm, and D = 500 μm).
C. Dimensionless variables and results
The meniscus mean volume VM and oscillation
frequency F , and the electric charge Cd and equivalent
diameter Dd of the detached droplets, have been measured
for many values of the applied voltage and the flow rate. We
shall use dimensional considerations and order-of-magnitude
estimations to help organize the large body of data thus
gathered. In what follows, distances are scaled with the outer
diameter of the needle D, where the meniscus is attached, and
times are scaled with the capillary time tc = (ρD3/γ )1/2. The







and the square of the voltage applied between the needle and






with E = φ
D ln(4L/D) . (4)
Here 0 is the permittivity of vacuum, L is the
needle-to-collector distance, and E is the characteristic
electric field induced by the applied voltage around the end of
the needle [32,46].
The needle-to-collector distance is large compared to the
diameter of the needle; the ratio L/D is about 18 in our
experiments. The length of the needle and the radius of the
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FIG. 7. Mean dimensionless volume of the meniscus vM =
VM/D
3 as a function of the dimensionless flow rate for BE = 0.20
(circles), 0.27 (squares), and 0.37 (diamonds). The dashed line has
slope 1/2.
collector are even larger. In these conditions, the precise values
of these two parameters are irrelevant, while L has only a weak
effect that is accounted for using the expression of E in (4)
above instead of the simpler expression φ/D.
The effect of the viscosity of the liquid μ is small in our
experiments. Taking the capillary velocity vc = D/tc as a
characteristic liquid velocity, this effect is measured by the
Ohnesorge number Oh = μ/(ρvcD) = μ/(ργD)1/2, which is
small, of order 10−2.
The effects of the electrical conductivity K and the
dielectric constant of the liquid  are also small because
the electric relaxation time te = 0/K is small compared
to the capillary time, the ratio te/tc being of order 10−7.
The electric relaxation time is the characteristic time required
for the electric charge to reach the surface of the liquid by










FIG. 8. Dimensionless oscillation frequency f = F tc as a func-
tion of the dimensionless flow rate for BE = 0.20 (circles), 0.27
(squares), and 0.37 (diamonds). The dashed line at the right-hand
side has slope −1/2. Open triangles show data from Fig. 13 of
Juraschek and Ro¨llgen [29] for BE = 0.17. The solid line stands
for the expression f = 4/π proposed by Marginean et al. [30].






FIG. 9. Dimensionless diameter of the droplet dd = Dd/D as a
function of the dimensionless flow rate for BE = 0.20 (circles), 0.27
(triangles), and 0.37 (squares). The dashed line at the left-hand side
has slope 1/3 and the dashed line at the right-hand side has slope 1/2.
field; see, e.g., Ref. [47]. Its small value implies that the surface
of the liquid is essentially at the potential of the needle in our
experiments.
The effect of the gravity acceleration is also small because
the Bond number ρgD2/γ is small, of order 10−2.
In these conditions, the only relevant control parameters are
expected to be q and BE . Figures 7–9 show the dimensionless
volume of the meniscus averaged over a cycle of the oscillation
vM = VM/D3, the dimensionless frequency of the oscillation
f = F tc, and the dimensionless equivalent diameter of the
droplets dd = Dd/D as functions of the dimensionless flow
rate q for BE = 0.20, 0.27, and 0.37.
Figure 10 shows the electric charge of the droplet
scaled with the limit Rayleigh charge at which a spherical
droplet of diameter Dd becomes unstable, Cd/CR with CR =
(8π20γD3d )1/2 (see Ref. [48]) as a function of the electric
Bond number BE for three values of q. Figure 11 shows the









FIG. 10. Dimensionless electric charge of the droplets Cd/CR as
a function of BE for q = 1.6 × 10−3 (circles), 4.1 × 10−3 (squares),
and 1.2 × 10−2 (diamonds).
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FIG. 11. Square of the dimensionless oscillation frequency as
a function of the electric Bond number for q = 8 × 10−4, 2 × 10−3,
4 × 10−3, 1.47 × 10−2, and 3.4 × 10−2, increasing from top to bottom
(closed symbols). Open triangles show data from Fig. 6 of Juraschek
and Ro¨llgen [29] for q = 1.42 × 10−3. The dashed line stands for the
expression f ∼ B3/4E proposed by Choi et al. [32].
square of the dimensionless frequency as a function of BE
for various values of q. All these results are for a needle of
outer diameter D = 500 μm. Dimensionless data collected
with capillary needles having different outer diameters also
approximately collapse onto the same curves, although these
results have not been shown to avoid cluttering the figures.
III. DISCUSSION
A. Dimensionless frequency and mean volume
The microdripping regime analyzed here occurs only for
values of the electric Bond number of order unity, in a range
that increases somewhat when the flow rate increases; see
Fig. 11. Surface tension stresses, of O(γ /D), and electric
stresses, of O(0E2), are thus of the same order and equally
important in the evolution of the meniscus. The electric stress
tends to elongate the meniscus axially and the maximum elon-
gation increases with the dimensionless flow rate. Inspection of
sequences of images similar to those of Fig. 5 shows that (i) the
diameter of the meniscus cross section is not larger than the
diameter of the needle D during most of the evolution, while its
length, say H , may be of the order of D (at small flow rates) or
somewhat larger than D (when the flow rate increases) and
(ii) the amplitude of the oscillation of the tip is of the
order of H . An order-of-magnitude balance of the liquid
acceleration and the pressure force due to the electrically in-
duced depression reads therefore ρHF 2 ∼ 0E2/H , whence,
in dimensionless variables, f ∼ B1/2E /vM .
In agreement with this estimation, the product f vM
computed using data from Figs. 7 and 8 is nearly constant,
independent of the flow rate in the whole range of this
parameter spanned by our experiments. This product is also
nearly independent of BE , which may be due to the narrow
range of BE where the microdripping regime is realized. With
good approximation our results give f vM ≈ 0.32.
B. Scale disparity: Small q and domain of existence
The volume of liquid emitted per period of the oscillation is
equal to the volume supplied by the imposed flow rate during
a period. At small flow rates, this volume is small compared to
the volume of the meniscus. The ratio of droplet-to-meniscus
volume is then of order q because the period of the oscillation
is of the order of the capillary time [f = O(1) on the left-hand
side of Fig. 8] and the volume of the meniscus is of the order of
D3 [vM = O(1) on the left-hand side of Fig. 7]. The periodic
microdripping at small q entails thus a delicate balance to keep
the mean meniscus volume close to the boundary between
oscillations without volume loss and more violent oscillations
in which electric stresses would tear the meniscus and cause
the loss of a significant fraction of its volume.
This critical volume must coincide with the plateau value
in Fig. 7, a value that depends on the electrical Bond number.
Similarly, the oscillation frequency of a meniscus with this
critical volume must coincide with the plateau value in Fig. 8.
This frequency is affected by the presence of the electric field
and is different from the capillary frequency of a meniscus
of the same volume (but see Ref. [30]). The electric field and
the electric stress around the tip of the meniscus intensify
when the meniscus elongates, which in turn reinforces the
elongation until a conical tip develops. When the meniscus
begins to recede, the conical tip lags behind the rest of the
meniscus and at the same time shortens and sharpens under
the squeezing effect of the surface tension; see Fig. 5(a).
Since the volume of the meniscus is nearly constant when
q is small, the problem of finding vM , f , and dd as functions
of q and BE can be approximately recast as that of finding
f (vM,BE) and dd (vM,BE) for a meniscus of strictly constant
dimensionless volume vM and then making q = (π/6)d3df .
Since (vM,BE) = O(1), this problem should have a solution
with dd  1 only in a narrow band around the curve of the
(vM,BE) plane where dd = 0. On one side of this curve the
meniscus would oscillate without ejecting any droplet. On
the other side of the curve the volume of the droplets, hence q,
would increase with distance to the curve. To get an idea of the










FIG. 12. Contours of constant q in the (vM,BE) plane. Contours
shown are 1.93 × 10−3 (circles), 3.86 × 10−3 (squares), and 1.43 ×
10−2 (diamonds), increasing from bottom to top.
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shows some contours of constant, small q in the (vM,BE) plane.
The lowest contour should be close to the limiting curve. As
can be seen, the range of BE where microdripping occurs
extends to larger values of this parameter when q increases.
C. Tip emission of electrospray
One of the characteristics of the microdripping regime
studied here is the existence of a sharp conical tip that persists
during a non-negligible part of the meniscus oscillation cycle,
as shown in Fig. 5. This conical tip leads to the formation
of an electrospray. Even though we have not attempted to
measure or quantify such emission, its existence is confirmed
by adding colorant to some of the liquids: A fine deposition,
covering a wide area, was collected on the counterelectrode.
It was impossible to completely eliminate this electrospray
emission. However, its contribution to the total mass emitted
per oscillation was negligible. The reason supporting that claim
is twofold. First, for an electrospray of a very conductive liquid
in the cone-jet mode, the characteristic flow rate is given by
[47] Qe ∼ γ 0/(ρK), so one would expect that the flow rate
carried by the electrospray was of that order. Comparing the








Some preliminary experiments varying the liquid conductivity
seem to support Eq. (5) in the sense that the ratio Qe/Q
decreases as K increases, although an investigation of its
precise dependence on the conductivity is beyond the scope
of the present work. In principle, Eq. (5) also provides a
minimum flow rate criterion, namely that Q > Qe, since no
main droplet will be emitted if the entire flow rate is emitted
as an electrospray. However, experiments performed with very
small flow rates show that the periodic microdripping regime
gives way to a pulsed nonperiodic emission akin to axial spray
mode I of Juraschek and Ro¨llgen [29] well before values of
the order of Qe are reached.
Second, in all the experiments we compared the value
of the diameter of the emitted droplet measured from the
images with the one obtained from the mass conservation
balance (including the measured oscillation frequency). The
differences were within the measurement errors. In conclusion,
the mass emitted in the form of an ultrafine electrospray is
negligible, so we shall consider that the total mass is emitted
in the form of a single drop. From a practical point of view, even
though electrospray emission might be an undesirable effect of
this microdripping regime, the fact that these ultrafine droplets
are highly charged (high electrical mobility) allows sweeping
them out very easily by using nearby electrodes, while the
main droplet may fly away carried by its own inertia.
D. Ligament characterization
Figure 13 shows the dimensionless length and width of
the ligament at the tip of the meniscus immediately before a
droplet is ejected (s = Ls/D and ds = Ds/D) as functions
of the dimensionless flow rate for three values of BE . These
results suggest that s and ds increase as powers of q, although
these powers may be different for the very small values of q










FIG. 13. Dimensionless length and width of the ligament imme-
diately before detachment as functions of the dimensionless flow rate
for BE = 0.20 (circles), 0.27 (squares), and 0.37 (diamonds). The
dashed straight lines at the left-hand sides have slopes (a) 3/7 (for
Ls/D) and (b) 2/7 (for Ds/D). The dashed lines at the right-hand
side have slope 1/2.
corresponding to the plateaus of Figs. 7 and 8 and for larger
values of this parameter.
The conditions around the tip of the meniscus when the
ligament develops are too complex to allow a simple analysis
of the process, which seems to depend on the competition
of electric stresses trying to elongate the ligament and the
retraction of the rest of the tip, that probably pushes the liquid
toward the bulk of the meniscus. At least for very small values
of q, the process appears to be local, in the sense that it does
not affect the evolution of the rest of the meniscus, and short
compared to the period of the oscillation. Tentative estimations
for the latest stages of the ligament evolution are worked out
in this section.
The results for the smallest values of q in Fig. 13 can be
partially rationalized as follows. As mentioned in Sec. III B,
inspection of a number of video records suggests that a
ligament appears in these cases because, after reaching its
maximum elongation, most of the meniscus begins receding
under the effect of surface tension stresses while locally
intense electric stresses still keep its tip pinned. Assuming
that recession occurs at the capillary velocity vc (from the
balance of inertia and surface tension in the bulk of the
meniscus) and that the time available for the ligament to
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form is of the order of the pinchoff time ts = (ρD3s /γ )1/2
determined from the balance of inertia and surface tension
in the ligament (ρD2s /t2s ∼ γ /Ds), the length of the ligament
would be Ls ∼ vcts = D3/2s /D1/2. In addition, the volume of
the detaching ligament must coincide with the volume of liquid
supplied to the meniscus during a period of the oscillation,
which is of the order of the capillary time, i.e., D2s Ls ∼ Qtc.
These two conditions taken together give Ls/D ∼ q3/7 and
Ds/D ∼ q2/7, which are represented by the dashed lines on the
left-hand side of Figs. 13(a) and 13(b), respectively. However,
the consistency of these estimations is not immediately clear.
At first sight, since the only dimensionless control parameters
of the problem are q and BE , the proportionality factors
implicit in the proposed power laws can be at most functions of
BE and should be expected to be of order unity because BE =
O(1). This would imply that Ls  Ds for any q  1, which
is meaningless. The measured aspect ratio of the detaching
ligament is Ls/Ds = 4–8 in our experiments, indicating that
the proportionality factor for Ds/D is small compared with
that for Ls/D in the small region of the parameter space where
this type of microdripping occurs.
The evolution of the meniscus undergoes some changes
when the flow rate q increases. First, the period of the
oscillation increases with q past the plateau on the left-hand
side of Fig. 8. Redoing the estimations above with a period
proportional to q1/2, the modified results Ls/D ∼ q9/14 and
Ds/D ∼ q3/7 are obtained, whose larger exponents are in
qualitative agreement with the increasing slopes on the right-
hand side of Figs. 13(a) and 13(b). Second, the elongation
of the meniscus increases with q, which modifies the process
of formation of a ligament. The process changes from the
axial growth due to differential receding velocities discussed
above to a radial squeezing of a region of the elongated
meniscus around its tip; compare Figs. 5(a) and 5(b). The
length of this region eventually becomes of the order of the
total length of the meniscus, though the volume emitted per
cycle is still small compared to the volume of the meniscus
because the ligament undergoes substantial radial squeezing
before detachment. The elongation time of the meniscus isT ∼
Ls/vE ∼ ρ1/2Ls/1/20 E in these conditions, where the velocity
induced in the liquid by electric stresses (from the balance
ρv2E ∼ 0E2) has been used. This estimation is equivalent to
that of Sec. III A with Ls playing the role of the length of
the meniscus. Assuming that the period of the oscillation is
of the order of the elongation time, the volume conservation
condition D2s Ls ∼ QT gives Ds/D ∼ q1/2/B1/4E , while the
value of Ls is not determined by these estimations. The square
root increase of the width of the ligament with dimensionless
flow rate agrees with the results of Fig. 13(b) (dashed line on
the right-hand side of this figure).
Figure 13(a) shows that the length of the ligament also
increases nearly as the square root of q. This result can be
understood by noticing that (i) electric stresses are needed
to partially offset surface tension stresses in the prominent,
elongated ligament that develops for large values of q [see,
e.g., Fig. 5(b)], which requires 0E2n ∼ γ /Ds , where En
is the electric field at the surface of the ligament, and
(ii) the measured electric charge of the detached droplets is of
the order of the limit Rayleigh charge CR = (8π20γD3d )1/2.
The ratio of the measured charge to the limit charge is about
1/4 and depends little on q and BE ; see Fig. 10. The conditions
that the charge and volume of a droplet should coincide
with the charge and volume of the ligament immediately
before detachment read σDsLs ∼ CR and D2s Ls ∼ D3d , where
σ = 0En is the surface density of charge in the ligament [49].
Upon eliminating Dd and En, these conditions give Ls ∼ Ds
up to a numerical factor that turns out to be on the order of 6–7.
E. High-q trends and droplet diameter
The estimation Ls/D ∼ q1/2/B1/4E (up to a numerical
factor) accounts for the increase of the dimensionless volume
of the meniscus on the right-hand side of Fig. 7. Also,
together with the estimation of the elongation time worked
out in Sec. III D, which can be recast as f ∼ B1/2E /(Ls/D)
in dimensionless variables, it accounts for the decrease of the
dimensionless frequency on the right-hand side of Fig. 8.
The dimensionless equivalent droplet diameter in Fig. 9
increases as q1/3 for very small flow rates and as q1/2 for larger
flow rates. Both results follow from the volume conservation
condition dd = (6/π )1/3(q/f )1/3 noticing that f = O(1) for
small q and f = O(q−1/2) for larger q. It is noteworthy that
the type of microdripping analyzed here can be operated to
yield monodisperse droplets whose diameter is one-tenth of
the diameter of the capillary tube to which the oscillating
meniscus is attached.
F. Comparisons with other results in the literature
For comparison, some experimental data of Juraschek and
Ro¨llgen [29] for the meniscus pulsation frequency as a function
of q and BE have been included in Figs. 8 and 11 (open
triangles). Since these results have been used for reference
in much of the later work (see, e.g., Refs. [31,32]), the good
agreement displayed by this comparison shows that our results
fit into the body of known data. Some of the pictures of
Juraschek and Ro¨llgen [29] suggest that the contact line of
their menisci with the capillary tube may in some cases spread
slightly along the outer surface of the tube. While the liquid
wetting this surface is not expected to play an important part in
the oscillation of the meniscus, because its motion is hindered
by the proximity of the wall, it still enlarges the radius of the
liquid surface and thus decreases the electric field acting on it.
To try to account for this effect, an arbitrary reduction factor
has been included in the expression of the electric field E in
(4), whose value has been chosen for the plateaus in Fig. 13 of
Juraschek and Ro¨llgen and in our Fig. 8 to coincide. The good
agreement achieved when this same factor is used for the data
in Fig. 11 partially justifies its use.
A number of scaling laws for the meniscus oscillation
frequency in pulsating spray modes have been proposed by
different authors. Marginean et al. [30] note that the oscillation
frequency of low-conductivity liquids in large emitters is
remarkably close to the lowest capillary frequency of an
isolated spherical droplet of radius equal to the radius of the
contact line, which is given by f = 4/π in our dimensionless
variables and is marked by the solid line in Fig. 8. Following
Jurascheck and Ro¨llgen [29], these authors attribute the
increase of the oscillation frequency with the voltage applied
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to the meniscus to a decrease of the amount of liquid pulsating
at the end of the capillary. Similarly, they explain the decline
of the frequency with increasing flow rate as an effect of the
increase of liquid volume. Using the estimate of Marginean
et al. as a starting point, Choi et al. [32] work out the modified
scaling f ∼ B3/4E by replacing the radius of the contact line
by the radius of the ejected ligament, which they estimate
independently. Their result is included in Fig. 11 (dashed line).
It qualitatively accounts for the trend of the data, although it
does not include the effect of the flow rate on the frequency.
Some numerical results for axial spray mode II have been
reported in Ref. [37] for an inviscid liquid of infinite electrical
conductivity that is injected at a constant flow rate through
an orifice in a metallic plate into a region of uniform electric
field. The numerical results reproduce the main features of the
periodic dynamics, including the stretching of the meniscus,
the formation of a ligament whose tip emits a spray of tiny
droplets and eventually detaches, and the subsequent recoil of
the meniscus. However, the simplified configuration used in the
numerical simulations precludes quantitative comparison with
our experimental data. Thus, for a value of the dimensionless
flow rate in the range of our experiments, the numerical
values of the electric Bond number required for periodic
microdripping (based on the uniform electric field far from the
meniscus) are somewhat larger than the experimental values.
The computed oscillation frequency and the maximum length
of the ligament are somewhat larger than in the experiments
and the mean volume of the meniscus is significantly smaller.
These differences can be traced to the morphology of the
electric field. Contrary to the case of a meniscus at the end
of a capillary, the electric field does not tend to zero far from
a meniscus on a metallic plate. This leads to enhanced electric
stresses that accelerate the formation of a ligament, increase
its elongation, and cause its detachment before the volume of
the meniscus can increase much. In addition, since the flow
rate is given, the faster dynamics also implies a larger dripping
frequency.
IV. CONCLUSION
We have studied the electric microdripping regime of highly
conducting, low-viscosity liquids as a means to generate
monodisperse droplets with diameter considerably smaller
than the capillary tube holding the dripping meniscus. We
have focused on the conditions in which the microdripping is
periodic.
During each oscillation, the meniscus elongates axially,
growing an axisymmetric disturbance that eventually leads to
the formation of a ligament and a droplet. Simultaneously,
the meniscus develops a pointed tip that emits an ultrafine
aerosol for a non-negligible fraction of the cycle. However,
in the conditions investigated, almost all the mass emitted
per oscillation is contained in the main droplet. The ultrafine
emission seems to evolve on its own, independently of the
main breakup process.
The dimensionless parameters controlling this periodic
microdripping regime are the electric Bond number BE and
the dimensionless liquid flow rate q. The microdripping regime
occurs in a fairly narrow range of values of BE of order unity.
The mean volume of the meniscus in an oscillation cycle is of
the order of the cube of the diameter of the capillary tube for
very small values of the flow rate and increases nearly as the
square root of the flow rate when this parameter increases. The
oscillation frequency nondimensionalized with the capillary
time is of order unity for very small q and decreases as 1/q1/2
when q increases. Approximate scaling laws valid in different
ranges of q have been worked out for the length and width of
the ligament and for the diameter of the main droplets.
By reducing the liquid flow rate, this mode of periodic
microdripping can easily yield monodisperse droplets with
diameters one-tenth of that of the capillary tube at rates
of the order of the capillary frequency. In the data shown,
monodisperse droplets of 50 μm from a nozzle of 500 μm
are produced at rates of several KHz, thus demonstrating
that this microdripping regime constitutes a real alternative to
the hydrodynamic atomization techniques currently used for
printing or for material processing. The scaling laws obtained
should allow designing the geometry of the nozzle device
together with the properties of the liquid to set a given droplet
size range, potentially including submicronic, within which
monodisperse droplets may be produced at will.
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